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Router Computer

● Access the cameras through Xcel IP Utiliy

① Make sure that the camera and the PC are connected to the local 
network.

② Download and install Xcel IP Utility from nuvico.com and run 
it after installation.
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Modify Network Parameter

Mac Address

IP Address

Modify

CE :98 :23 :75 :35 :22

192 .168 . 226 . 201

255 . 255 . 255 .  0

192 .168 . 226 .  1

i Tip: Enter the administrator password, and
then modify the network parameters.

Total Device: 3 Local IP Address:192.168.1.4 Subnet Mask:255.255.255.0 Gateway: 192.168.1.1 DNS：210.21.196.6

Device Name Device Type IP Address Http Port Data Port SubnetProduct Model

About

Subnet Mask

Gateway

Restore IPC Default Configuration

⑤ Install the dome and enclosure to the mounting base.

(a) (b) (  )c

(a). Loosen the nut from the main element.

(b). Run the network cable (without the RJ45 connector) through the 

both elements. Then crimp the cable with the RJ45 connector.

(c). Connect the cable to the hermetic connector. Then tighten the 

nut and the main cover. 

④ Secure the mounting base to the ceiling or wall with the screws provided.

Then adjust the dome to obtain an optimum view angle. 

0 ~75° °

0 ~360° °

0 ~360° °

⑥ Finally, fix the camera with the fixed screw.

Fixed screw

③ Double click the camera information listed in Xcel IP Utility to

open the web browser.

The default IP address of this camera is 192.168.226.201.

Then follow directions to download and install the plugin.
④ Activate and log in to the camera. The default username is admin;  
the default password is 123456 or you need to self-define the password.

Please operate according to the actual situation.
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